
AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT

Except as provided herein, all terms and conditions of the document referenced in Item 9A or 10A, as heretofore changed, remains unchanged and in full force and effect.
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The above numbered solicitation for New Orleans To Venice Hurricane Protection Project, Buras Levee District, West Bank River Levee,
 Emergency Levee Repairs, Contract P13 - B/L Sta. 232+00 to B/L Sta. 285+00, Plaquemines Parish, LA, is amended as shown on the
 attached pages.
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16B. UNITED STATES OF AMERICA15C. DATE SIGNED15B. CONTRACTOR/OFFEROR

(Signature of Contracting Officer)(Signature of person authorized to sign)

8. NAME AND ADDRESS OF CONTRACTOR  (No., Street, County, State and Zip Code) X W912P8-06-R-0063
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9A. AMENDMENT OF SOLICITATION NO.

11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

X The above numbered solicitation is amended as set forth in Item 14.  The hour and date specified for receipt of Offer  X is extended, is not extended.
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REJECTION OF YOUR OFFER.  If by virtue of this amendment you desire to change an offer already submitted, such change may be made by telegram or letter, 
provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.
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14. DESCRIPTION OF AMENDMENT/MODIFICATION  (Organized by UCF section headings, including solicitation/contract subject matter
 where feasible.)

10A. MOD. OF CONTRACT/ORDER NO.

0002
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SECTION 00010

1.  Delete Pages 00010-3 thru 00010-6 in their entirety and replace with the attached revised Pages 00010-3 thru
00010-6.

SECTION 00700

1.  FAR 52.211-10, “Commencement, Prosecution, and Completion of Work (APR 1984) – Alternate I” – Delete
Paragraph (c) in its entirety and replace with the following revised Paragraph (c):

“(c)  complete the entire work ready for use not later than 300 calendar days after the May 15, 2006,
milestone.  The time stated for completion shall include final cleanup of the premises.”

This contract duration includes workdays and adverse weather days as specified.

SECTION 01100

1.  Delete Paragraph 17(b) in its entirety and replace with the following revised Paragraph 17(b):

“(b)  In the floodwall locations as a last order of work, the Contractor shall not begin cutting operations of
the steel sheetpiling until the new earthen levee on the landside  and the wave berm on the floodside of the
floodwall is constructed to design grade and section from the upstream limit to the downstream limit of the
floodwall reaches.”

SECTION 02221

1. Delete Paragraph 3.2 in its entirety and replace with the following revised Paragraph 3.2:

“3.2 STEEL SHEET PILE REMOVAL
The Contractor shall remove the existing steel sheet piling in accordance with paragraph 01100-17 b.
Steel sheet piling shall not be extracted, with the exception of that required in the interim protection section
to install the fabricated corners and connect to the existing sheet piling at the station limits as shown on the
drawings.  This work is incidental to the installation of the new sheet piling and is included in that work
(See Section 02411).”

2.  Delete Paragraph 3.3 in its entirety and replace with the following revised Paragraph 3.3:

“3.3 VOID BACKFILL
The holes left by the sheet piling removed to install the fabricated corners shall be filled with a cement-
sand-bentonite slurry described as follows: one (1) part cement, two (2) parts bentonite, and six (6) parts
sand mixed with enough water to produce a slurry viscous enough to thoroughly fill the voids but shall
have not less than twelve (12) pounds of solids per gallon.  Pump out all seepage and rainwater prior to
backfilling the voids.”
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SECTION 02700

1.  Delete Paragraph 1.3 in its entirety and replace with the following revised Paragraph 1.3:

“1.3 MEASUREMENT AND PAYMENT

Miscellaneous structures and obstructions to be cut and removed or relocated as shown on the drawings
will not be measured for payment.  Structures and obstructions to be cut and removed or relocated shall be
paid by the contract lump sum price for “Removal of Structures and Obstructions - Roadway”.  Price and
payment shall constitute full compensation for furnishing all plant, labor, equipment, and materials, and all
other costs incidental thereto, including hauling and disposal.

Concrete pavement to be cut and removed shall be measured by the square yard.  Concrete
pavement to be cut and removed shall be paid by the contract unit price per square yard for
“Removal of Portland Cement Concrete Pavement”.  Price and payment shall constitute full
compensation for furnishing all plant, labor, equipment, and materials, and all other costs incidental
thereto, including hauling and disposal.

Concrete walks and drives to be cut and removed shall be measured by the square yard.  Concrete walks
and drives to be cut and removed shall be paid by the contract unit price per square yard for “Removal of
Concrete Walks and Drives”.  Price and payment shall constitute full compensation for furnishing all plant,
labor, equipment, and materials, and all other costs incidental thereto, including hauling and disposal.

Concrete combination curb and gutter to be cut and removed shall be measured by the linear foot along the
line as shown on the drawings.  Concrete combination curb and gutter to be cut and removed shall be paid
by the contract unit price per linear foot for “Removal of Concrete Combination Curb and Gutter”.  Price
and payment shall constitute full compensation for furnishing all plant, labor, equipment, and materials,
and all other costs incidental thereto, including hauling and disposal.

Roadway surfacing and base course to be cut and removed shall be measured by the square yard.  Roadway
surfacing and base course to be cut and removed shall be paid by the contract unit price per square yard for
“Removal of Surfacing and Stabilized Base”.  Price and payment shall constitute full compensation for
furnishing all plant, labor, equipment, and materials, and all other costs incidental thereto, including
hauling and disposal.

Measurement and payment for removal and relocation items shall be subject to the provisions described in
LSSRB Section 202.”

DRAWINGS

1.  Delete Drawings 5, 6a, 7, 11, and 12 in their entirety and replace with the attached revised Drawings 5, 6a, 7,
11, and 12.



SECTION 00010 - BIDDING SCHEDULE 
New Orleans To Venice Hurricane Protection Project 

Buras Levee District 
West Bank River Levee 

Emergency Levee Repairs 
Contract P13 - B/L Sta. 232+00 to B/L Sta. 285+00 

Plaquemines Parish, Louisiana 
 
Item 
 

 
Description 

 
Estimated 
Quantity 

 
Unit 

 
Unit 
Price 

 
Estimated 
Amount 

 

 00010-3 ED 06-055 

0001 Mobilization and Demobilization 1 LS   

0002 Reinforcement Geotextile 16,138 SY   

0003 Cutting of Sheet Piling 3,886 LF   

0004 Clearing and Grubbing 1 LS   

0005 Degrading Existing Levees 3,030 CY   

0006 Embankment, Semi-Compacted 
Fill 

100,720 CY   

0007 Embankment, Semi-Compacted 
Fill – Interim Protection 

24,244 CY   

0008 Embankment, Uncompacted Fill 12,370 CY   

0009 Armor Stone – Wave Berm 50,580 TON   

0010 Armor Stone – Interim Protection 2,250 TON   

0011 Piling, Steel Sheet, Type PZ-35 5,000 SF   

0012 Removal of Structures and 
Obstructions - Roadway 

1 LS   

0013 Removal of Concrete Walks and 
Drives 

1,394 SY   

0014 Removal of Concrete Combination 
Curb and Gutter 

5,034 LF   

0015 Removal of Surfacing and 
Stabilized Base 

20,937 SY   

0016 Excavation and Embankment - 
Roadway 

1 LS   

0017 Borrow (Vehicular Measure) 
(Selected Soils) - Roadway 

1,500 CY   

0018 Separator Geotextile - Roadway 21,360 SY   

0019 Seeding - Roadway 60 LB   

0020 Fertilizer – Roadway 2,000 LB   



SECTION 00010 - BIDDING SCHEDULE 
New Orleans To Venice Hurricane Protection Project 

Buras Levee District 
West Bank River Levee 

Emergency Levee Repairs 
Contract P13 - B/L Sta. 232+00 to B/L Sta. 285+00 

Plaquemines Parish, Louisiana 
 
Item 
 

 
Description 

 
Estimated 
Quantity 

 
Unit 

 
Unit 
Price 

 
Estimated 
Amount 

 

 00010-4 ED 06-055 

0021 Temporary Silt Fencing 3,450 LF   

0022 Class II Base Course (6” Thick) 21,360 SY   

0023 Traffic Maintenance Aggregate 
(Vehicular Measurement) 

50 CY   

0024 Asphaltic Concrete (Paved Drives 
and Turnouts) 

102 TON   

0025 Superpave Asphaltic Concrete 12,302 TON   

0026 Cold Planing Asphaltic Pavement 1,590 SY   

0027 Storm Drain Pipe (15” RCP) 1,373 LF   

0028 Storm Drain Pipe (18” RCP) 709 LF   

0029 Storm Drain Pipe (24” RCP) 975 LF   

0030 Storm Drain Pipe (30” RCP) 873 LF   

0031 Storm Drain Pipe (36” RCP) 1,620 LF   

0032 Fabricating Pipe Fittings 1 EA   

0033 Junction Boxes 1 EA   

0034 R-CB-11 Manhole 2 EA   

0035 CB-01 Catch Basin 1 EA   

0036 CB-06 Catch Basin 24 EA   

0037 CB-08 Catch Basin 16 EA   

0038 Adjusting Catch Basins 4 EA   

0039 Concrete Walks (4” Thick) 1,534 SY   

0040 Combination Concrete Curb and 
Gutter 

6,900 LF   

0041 Temporary Detour Roads 74 SY   



SECTION 00010 - BIDDING SCHEDULE 
New Orleans To Venice Hurricane Protection Project 

Buras Levee District 
West Bank River Levee 

Emergency Levee Repairs 
Contract P13 - B/L Sta. 232+00 to B/L Sta. 285+00 

Plaquemines Parish, Louisiana 
 
Item 
 

 
Description 

 
Estimated 
Quantity 

 
Unit 

 
Unit 
Price 

 
Estimated 
Amount 

 

 00010-5 ED 06-055 

0042 Temporary Signs and Barricades 1 LS   

0043 Temporary Pavement Markings 1 LS   

0044 Traffic Control Management 1 LS   

0045 Reflectorized Raised Pavement 
Markers 

1,208 EA   

0046 Plastic Pavement Striping (4” 
Width) 

17,861 LF   

0047 Guardrail 161 LF   

0048 Guardrail End Treatments 2 EA   

0049 Surfacing 1,802 CY   

0050 Fertilizing Seeding and Mulching 18 AC   

0051* 
Removal of Portland Cement 
Concrete Pavement 

10,670 SY   

 
 TOTAL:     $                 
 
 
*Denotes a change from the previous Bidding Schedule. 
 
 
Award will be made as a whole to one bidder. 
 



SECTION 00010 - BIDDING SCHEDULE 
New Orleans To Venice Hurricane Protection Project 

Buras Levee District 
West Bank River Levee 

Emergency Levee Repairs 
Contract P13 - B/L Sta. 232+00 to B/L Sta. 285+00 

Plaquemines Parish, Louisiana 
 
Item 
 

 
Description 

 
Estimated 
Quantity 

 
Unit 

 
Unit 
Price 

 
Estimated 
Amount 

 

 00010-6 ED 06-055 

NOTE 1:  Bidders shall furnish unit prices for all items listed on schedule of bid items which require 
unit prices.  If the bidder fails to insert a unit price in the appropriate blank for required items but 
does furnish an extended total or an estimated amount for such items, the Government will deem 
his unit price to be the quotient obtained by divi ding the extended estimated amount for that line 
item by the quantity.  IF THE BIDDER OMITS BOTH THE UNIT PRICE AND THE EXTENDED 
ESTIMATED AMOUNT FOR ANY REQUIRED ITEM, HIS BID WILL BE DECLARED NON-
RESPONSIVE.  
 
NOTE 2:  THE NOTICE TO PROCEED (NTP):  The successful bidder is advised that performance 
and payment bonds shall be submitted in accordance with the time frame in block 12B of SF 1442 
after Notice of Award.  The NTP will be issued immediately after verification of acceptable 
performance and payment bonds.  Within two (2) days after issuance of the NTP, the Contractor 
shall initiate a meeting to discuss the submittal process with the Area or Resident Engineer or his 
authorized representative.  Physical work cannot start until the Accident Prevention Program, 
Contractor Quality Control Plan, and other submittals which may be required, have been submitted 
and approved and all preliminary meetings called for under the contract, have been conducted.    
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U.S. ARMY ENGINEER DISTRICT, NEW ORLEANS

CORPS OF ENGINEERS

NEW ORLEANS, LOUISIANA

200

H-8-XXXXX

DWG 5 OF 28

P.S.L.

C.G.H.

C.J.R.

NEW ORLEANS TO VENICE

HURRICANE PROTECTION PROJECT

BURAS LEVEE DISTRICT

PLAQUEMINES PARISH, LA

B/L STA. 232+00 TO B/L STA. 280+00

01/20/06

CONTP13-05-PP1

CONTRACT P13

EMERGENCY LEVEE REPAIRS
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JAN 2006

RAMPS

EXIST. LEVEE

‘ PROFILE

EL. 13.0

EXISTING LEVEE CROWN

(PREVIOUSLY REPAIRED

BY OTHERS)

CONSTRUCTION GRADE  EL. 17.0

PLAN / PROFILE - LEVEE

NEW LEVEE ‘

CONSTRUCTION GRADE FOR INTERIM PROTECTION EL. 14.0 (TOP OF STONE)
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U.S. ARMY ENGINEER DISTRICT, NEW ORLEANS

B/L STATION PI OFFSET (RT) AZIMUTH

B/L STATION PI OFFSET (RT) AZIMUTH

ALL AZIMUTHS ARE 90^ TO THE BASELINE

UNLESS OTHERWISE STATED.

ALL AZIMUTHS ARE 90^ TO THE BASELINE

UNLESS OTHERWISE STATED.

ALL AZIMUTHS ARE 90^ TO THE BASELINE

UNLESS OTHERWISE STATED.

TABULATION OF C/L OFFSETS FROM B/L

NEW LEVEE C/L

TABULATION OF R/W OFFSETS FROM B/L

NOTES:

WESTERN LDOTD HWY 23 R/W 

REQ’D R/W FOR

HWY 23/RIVER ROAD

CONNECTOR

(0.17 ACRES)

FOR LAYOUT OF NEW HWY 23 ROADWAY C/L

AND CONNECTOR ROAD, SEE PLAN/PROFILE

ROADWAY DWGS.

LEVEE R/W

B/L

EXISTING RIVER ROAD RW

EXISTING HWY 23 RW

1

2

3

4

5

6

7

HWY 23 TO RIVER ROAD

CONNECTOR ROAD RW POINTS

FOR LAYOUT OF CONNECTOR ROAD, SEE DWG. 5

NOT TO SCALE

B/L STATION PI OFFSET (RT) AZIMUTH

TABULATION OF R/W OFFSETS FROM B/L

ALL AZIMUTHS ARE 90^ TO THE BASELINE

UNLESS OTHERWISE STATED.

1

MARK

HWY 23 TO RIVER ROAD CONNECTOR ROAD R/W

2
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6
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1
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REVISIONS

SYMBOL DESCRIPTION DATE APPROVED

REVISED TABLE OF LEVEE R/W. E.J.P.2/3/06



Lat 29 29 22.8

Lon 89 42 6.8

Lat 29 29 19.7

Lon 89 42 4.2

Lat 29 29 17.8

Lat 29 29 14.3

Lon 89 41 59.4

Lat 29 29 11.6

Lon 89 42 8.9

Lat 29 29 7.9

Lon 89 42 5.4

Lon 89 42 13.1

Lat 29 29 16.1

Lon 89 42 10.8

Lat 29 29 13.6 

0

SCALE: 1’’ = 300’

300’ 300’ 600’ 900’ 1200’

T18S R27E

20

19

18

17

16

5

4

6

3

21

FILE NO.

DESIGNED BY:

CHECKED BY: DATE:

1

CADD FILE:

DRAWN BY:

PLOT SCALE: PLOT DATE:

U.S. ARMY ENGINEER DISTRICT, NEW ORLEANS

CORPS OF ENGINEERS

NEW ORLEANS, LOUISIANA

300

P.S.L.

C.G.H.

C.J.R.

NEW ORLEANS TO VENICE

HURRICANE PROTECTION PROJECT

BURAS LEVEE DISTRICT

PLAQUEMINES PARISH, LA

EMERGENCY LEVEE REPAIRS

JAN 2006 H-8-XXXXX
01/20/06

CONTRACT P13
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DWG. 7 OF 28

NOTE:

NOTE: STOCKPILE AREA ACCESS
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BORROW / STOCKPILE AREA PLAN



2’-0" 13’-0" 13’-0" 2’-0"

TYPICAL SECTION

APPLIES: STA. 55+50 TO STA. 58+65.22

6" BASE COURSE (CRUSHED STONE)

1 1/2" ASPHALTIC CONCRETE WEARING COURSE (SUPERPAVE LEVEL 2F)

6" ASPHALTIC CONCRETE BASE COURSE (SUPERPAVE LEVEL 2)

4

1

3

LEGEND:

4" ASPHALTIC CONCRETE BINDER COURSE (SUPERPAVE LEVEL 2)2

5 GEOTEXTILE FABRIC
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4
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6
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11

FILL TO DRAIN TO ROAD

WITH COMPACTED CLAY FILL.

LDOTD R/W

1’-0"

6"

5

EL. 4.0’

EL. 5.0’

FUTURE RELOCATED LEVEE

SCALE: 1"=3’

REMOVE EXIST.

PAVEMENT

VARIES REMOVE EXIST. SHLDR.

REQ’D. PAVEMENT WIDENING

C/L EXIST. RDWY.

C/L PROJECT

13’-0" 8’-0"13’-0"8’-0"

EXIST. PAVEMENT
7

3
4 8

5

2
1

3"

3"
1

TYPICAL SECTION

APPLIES:BEGIN PROJECT TO STA. 55+50

SCALE: 1"=3’

COMBINATION CURB & GUTTER (6" BARRIER TYPE)6

7 ASPHALTIC CONCRETE LEVELING COURSE THICKNESS VARIES (TYPE 3)

8 ASPHALTIC CONCRETE BASE COURSE, THICKNESS VARIES FROM 6" TO 3 1/2" (TYPE 5A)

10’-0"

LDOTD AND LEVEE 

SHARED R/W LINE

VARIES

6’-0"

6

REQ’D. SILT 

FENCE

5’

SAND SUBBASE IN AREAS 

WHERE FILL IS REQ’D.

C/L EXIST. HWY 23

    (TO BE REMOVED)

VARIES (SEE DWGS. 14-15)
*

*
SEE DWGS. 14-15 FOR LIMITS

OF PAVEMENT REMOVAL.

1

1

1

NOTE: 24’ WIDE CONCRETE ROADWAY EXISTS

UNDER SOUTHBOUND ASPHALT TRAVEL LANES.

CONTRACTOR SHALL REMOVE THIS AND ALL

ROADWAY PAVING AND BASE COURSE WITHIN

THE LIMITS SHOWN ON THESE DRAWINGS.



R
E

V
IS

IO
N

 D
E

S
C

R
IP

T
IO

N

M

AN

A

SPO
RT

ED
N

DNA
IOT

ELOV

P

PA

TOFTR

RTMEN

ED

TNE

N

A

A

L

T

F
E
O

O
I

U
SI

A

ST

N
O

.
D

A
T

E

C
H

E
C

K
E

D

D
E

S
IG

N
E

D
D

E
S

IG
N

E
D

P
A

R
IS

H

C
H

E
C

K
E

D

D
E

T
A

IL
E

D

B
Y

B
Y

S
H

E
E

T

D
A

T
E

D
A

T
E

S
T

A
T

E

P
R

O
J
E

C
T

F
E

D
E

R
A

L

P
R

O
J
E

C
T

F
E

D
E

R
A

L

NUMBER

SHEET

12

24’

(VARIES 12’ TO 24’ STA. 58+65.22 TO 64+04.42)

24’

(VARIES 12’ TO 24’ STA. 58+65.22 TO 64+04.42)

2’

TYPICAL SECTION

APPLIES: STA. 58+65.22  TO PROJECT END

1 2

4

3

5

PROFILE GRADE TOP

OF WEARING COURSE

C/L PROJECT

10’-0" 23’-0"27’

(VARIES 15’ TO 27’ STA. 58+65.22 TO 64+04.42)

27’

(VARIES 15’ TO 27’ STA. 58+65.22 TO 64+04.42)

50’VARIES

87’

LIMITS OF SEED

& FERTILIZER

LIMITS OF SEED & FERTILIZER

LDOTD AND LEVEE SHARED R/W LINE
LDOTD R/W

1’ 1’

6" BASE COURSE (CRUSHED STONE)

1 1/2" ASPHALTIC CONCRETE WEARING COURSE (SUPERPAVE LEVEL 2F)

6" ASPHALTIC CONCRETE BASE COURSE (SUPERPAVE LEVEL 2)

4

1

3

LEGEND:

4" ASPHALTIC CONCRETE BINDER COURSE (SUPERPAVE LEVEL 2)2

10’-6"

FILL TO DRAIN TO 

ROAD

6"

EL. 4.0’

EL. 5.0’

FUTURE RELOCATED LEVEE

4’ 4’

SIDEWALK

6’ 4’

1’

2’ 5’

GAS

WATER

SANITARY SEWER 

FORCEMAIN

ENTERGY/

BELLSOUTH

1’

SCALE: 1"=4’

2’

6

COMBINATION CURB & GUTTER (6" BARRIER TYPE)5

6 GEOTEXTILE FABRIC

5

REQ’D SILT 

FENCE

5’

SAND SUBBASE IN AREAS 

WHERE FILL IS REQ’D.

1

C/L EXIST. HWY 23

    (TO BE REMOVED)

1

*
VARIES (SEE DWGS. 15-21)

SEE DWGS. 15-21 FOR LIMITS

OF PAVEMENT REMOVAL.*
1

NOTE: 24’ WIDE CONCRETE ROADWAY EXISTS

UNDER SOUTHBOUND ASPHALT TRAVEL LANES.

CONTRACTOR SHALL REMOVE THIS AND ALL

ROADWAY PAVING AND BASE COURSE WITHIN

THE LIMITS SHOWN ON THESE DRAWINGS.


